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FIG. 1 0 



USER CALLS A REPRESENTATIVE OR 
AUTOMATED SITE AND COMMUNICATES 
A RECORDER IDENTIFICATION 



400 



USER IDENTIFIES SELECTION 
CRITERIA FOR PROGRAMMING A 
RECORDER FOR RECORDING 
THE SELECTED PROGRAMS 



402 



IDENTIFIED PROGRAMS OR TV 
PROGRAM SELECTION CRITERIA USED 

TO GENERATE SET OF CHANNEL, 
DATE, TIME-OF-DAY, AND PROGRAM 
LENGTH(CDTL) DATA OR SET OF 
COMPRESSED CODES, EACH 
COMPRESSED CODE COMPRESSED IN 
LENGTH FROM THE COMBINATION OF 
THE LENGTHS OF THE CHANNEL, 
DATE, TIME-OF-DAY AND 
PROGRAM LENGTH. 
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i 

STATION INSERTS INTO THE VERTICAL 
BLANKING INTERVAL OF A 
TRANSMITTED TV SIGNAL, THE 
RECORDER ID AND THE SET OF 
CDTL DATA OR SET OF 
COMPRESSED CODES 



• # 



FIG. 1 1 



VERTICAL BLANKING INTERVAL 
DECODED BY RECEIVING RECORDER 
TO EXTRACT TRANSMITTED RECORDER 
IDENTIFICATION AND SET OF CDTL 
DATA OR SET OF COMPRESSED 
CODES 



1 


f 


EACH COMPRESSED CODE 
DECODED INTO CDTL DATA 


1 





IF TRANSMITTED RECORDER 
IDENTIFICATION MATCHES THE 
RECORDER IDENTIFICATION OF 
THE RECEIVING RECORDER, 
THEN THE CDTL DATA IS STORED 
IN MEMORY IN THE RECORDER 



- t 

WHEN DATE AND TIME-OF-DAY FROM 
CLOCK IN RECORDER MATCHES DATE 
AND TIME-OF-DAY FOR A STORED 
CDTL DATA, THE RECORDER IS TUNED 

TO THE CHANNEL FOR THE STORED 
CDTL AND RECORDS A PROGRAM FOR 
A LENGTH OF TIME MATCHING THE 
PROGRAM LENGTH FOR THE 
STORED CDTL. 
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FIG. 12 



GENERATES A RANDOM NUMBER AND 
DISPLAYS IT TO USER 




r 



USER CALLS REPRESENTATIVE OR 
AUTOMATED SITE AND COMMUNICATES 

RANDOM NUMBER AND IDENTIFIES 
PROGRAMS OR PROGRAM SELECTION 
CRITERIA FOR PROGRAMMING THE 
RECORDER FOR RECORDING THE 
SELECTED PROGRAMS 



— * 

IDENTIFIED PROGRAMS OR TV 
PROGRAM SELECTION CRITERIA USED 

TO GENERATE SET OF CHANNEL, 
DATE, TIME-OF-DAY, AND PROGRAM 
LENGTH(CDTL) DATA OR SET OF 
COMPRESSED CODES, EACH 
COMPRESSED CODE COMPRESSED IN 
LENGTH FROM THE COMBINATION OF 

THE LENGTHS OF THE CHANNEL, 
DATE, TIME-OF-DAY AND PROGRAM 
LENGTH 



. 1__ 

STATION INSERTS INTO THE VERTICAL 
BLANKING INTERVAL OF A 
TRANSMITTED TV SIGNAL, THE 
RANDOM NUMBER AND THE SET OF 
CDTL DATA OR COMPRESSED 
CODES 



• i 



FIG. 13 



VERTICAL BLANKING INTERVAL 
DECODED BY RECEIVING RECORDER 
TO EXTRACT TRANSMITTED RANDOM 
NUMBER AND SET OF CDTL DATA OR 
SET OF COMPRESSED CODES 



EACH COMPRESSED CODE DECODED 
INTO CDTL DATA 



I 

IF TRANSMITTED RANDOM NUMBER 

MATCHES RANDOM NUMBER OF 
RECEIVING RECORDER, THEN CDTL 
DATA IS STORED IN MEMORY IN 
RECORDER 



- t_ 

WHEN DATE AND TIME-OF-DAY FROM 
CLOCK MATCHES DATE AND TIME-OF 
-DAY FOR THE STORED CDTL DATA, 
THE RECORDER IS TUNED TO THE 
CHANNEL FOR THE STORED CDTL 
AND RECORDS A PROGRAM FOR A 

LENGTH OF TIME MATCHING THE 
PROGRAM LENGTH FOR THE STORED 

CDTL. 



